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MADE IN ITALY saliva emesse quando parliamo e respiriamo), in ingresso
I I PRODUZIONE ARTIGIANALE e in uscita.

TECHNOMASK™ & una copertura facciale lavabile e Si tratta di una pellicola di poliuretano che conferisce al

- G . . . prodotto una schermatura. Il poliuretano & infatti un
riutilizzabile. E realizzata in poliuretano trasparente

. . . materiale sostanzialmente idrorepellente, che resiste agli
tagliato a laser e cucito sul naso per garantire il

. schizzi d'acqua. Il suo utilizzo come pellicola
massimo comfort.

impermeabilizzante & diffuso nell'industria tessile, in
particolar modo nei capi d'abbigliamento sportivi che
necessitano di queste caratteristiche (giacche impermeabili

da running, ciclismo, sci, abbigliamento da pesca).

TECHNOMASK™ ¢& un prodotto distribuito sul territorio
nazionale da Mascherineltaliane.it, attraverso una rete di
agenti dedicata alla diffusione capillare presso rivenditori
(farmacie, ferramenta, rivendite di prodotti per la casa) e

clienti finali quali imprese ed enti locali. Inoltre & attivo un

100% MADE IN ITALY

canale di vendita diretta al dettaglio sul sito

https://www.mascherineitaliane.it,

Pud essere lavata a mano e riutilizzata. Al fine di

garantire la massima durata del prodotto si suggerisce di

MASGH_ERINE CHISIAMO CARATTERISTICHE BLOG CONTATTI ACQUISTA ORA! AREA RISERVATA

lavare delicatamente a mano con acqua fredda Mascherine
0 . impermeabili lavabili
utilizzando un detergente non aggressivo (del comune TRASPARENTI
, R s TECHNOMASK™ (PATENT-PENDING)
sapone neutro). All'occorrenza pud essere utilizzata una

Copri naso-bocca img renti - Lavabili e Riutilizzabi
made in Abruzzo

modica quantita di soluzione diluita di disinfettante a

base di ipoclorito di sodio (Amuchina). 100% MADE IN ITALY °' -
Dopo il lavaggio non va strizzata né strofinata o e — qa SRR

tantomeno riscaldata col phon, perché il calore

comprometterebbe la tenuta del materiale. Sara TECHNOMASK™ e un  prodotto  attualmente
sufficiente lasciarla asciugare su uno stendino e in pochi commercializzato come accessorio d'abbigliamento.

minuti potra essere riutilizzata Non & una facciale filtrante FFP.

Non e un dispositivo medico.

E prodotta con un materiale tecnico impermeabile L'uso non arreca danni e non determina rischi aggiuntivi per
utilizzato comunemente nell'industria  tessile, in gli utilizzatori secondo la destinazione d’uso prevista dalla
particolar modo nell’alta moda e nell’abbigliamento azienda produttrice.

sportivo, che forma uno schermo contro la penetrazione

di liquidi, quindi anche di droplets (le goccioline di
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Pm3 Polyurethane Film Division

Scheda tecnica — Technical datasheet

SCHEDA TECNICA MATERIALE

TPU 2/10 - 4/10

h.cm.150

FT5086X1200N

| Composizione - Composition

| POLIURETANO BASE ESTERE / POLYURETHANE ETHER BASED |

| Caratteristiche meccanica e fisiche — Mechanical -physical characteristics

Proprieta fisiche Metodo test Unita di misura Risultati **
Physical properties Test method Unit Remarks **
Spessore Totale .
Nominal thickness mieren 200
Durezza ASTM D 2240 Shore A 85+/-3
Hardness
Colore Naturale-natural
Color
Larghezza standard produzione )
Standard production width mm 1500 - 1524
Peso specifico ASTM D 792 g/cm3 1.12
Specific gravity
Punto di fusione o
Melting point c 153
ReS|s_tenza alla trazione ASTM D 412 Kg/om2 MD 439
Tensile strenght
CD 385
Allungamento ASTM D 412 % MD 597
Elongation
CD 628
Lacerazione ASTM D 624 Kg/cm MD 100
Tear strenght
CD 101
Modulo 300%
, ASTM D 412 K 2 MD 92
300% Elongation S glem
MD 82
Resistenza UV ASTM D 1148 Grade 4-5
UV resistance
Finitura .
Finishing X1 Un lato lucido e uno opaco
One side glossy and one
side matt
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TEST REPORT N° m tertek
ITAT17014474 of 25/10/2017 Totil QuialH, RS,
START DATE 18/10/2017
END DATE 25/10/2017
Sample 01 APPLICANT
Omissis

SAMPLE Sample Received 18/10/2017
DESCRIPTION Reference: omissis

Colour: NEUTRO

End Use: ABBIGLIAMENTO/CALZATURA Fiber

composition 100% POLYURETANE

Buyer's Name: omissis
8017 - Free and Hydrolyzed P
Formaldehyde EN ISO 14184-
1:2011
12003 - Phthalate plasticizers content CPSC- P
CH-C1001-09.3:2008
FT-IR analysis NR
IHTM
Test Rating Failure result

P = MEETS REQUIREMENT / A = ACCEPTABLE / F = DOES NOT MEET REQUIREMENT / NR = NO REQUIREMENT / SC = STILL
CONTINUES / X = NOT PERFORMED Values in brackets represent the limits
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ACCREDIA X,

L'ENTE ITALIANO DI ACCREDITAMENTO -

LAB N° 0579

Intertek Italia S.p.a.
Administrative Office Via Miglioli, 2/a - 20063 Cernusco Sul Naviglio (MI) Operational
Office Via llio Barontini 22/b - 50018 Scandicci (F1)

tel. 73 fax 1198 page 1di6
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TEST REPORT N°

ITAT17014474 of 25/10/2017

START DATE
END DATE
TEST METHOD

18/10/2017
25/10/2017

SAMPLE
DESCRIPTION

PARAMETERS

RESULT

um.

LIMITS

NOTES

8017 - Free and Hydrolyzed
Formaldehyde
EN ISO 14184-1:2011
Operating Conditions
Storage: polyethylene bag and
wrapped in aluminium foil

01

Formaldehyde

<10

mg/kg

75

10

ITA

FT-IR analysis
IHTM

01

Result

POLYURETHANE
WAS DETECTED
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ACCREDIA X,

L'ENTE ITALIANO DI ACCREDITAMENTO -

LAB N° 0579

tel.

1198
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TEST REPORT N°

ITAT17014474 of 25/10/2017

START DATE 18/10/2017
END DATE 25/10/2017
TEST METHOD SAMPLE PARAMETERS RESULT UM, umITs 1) NOTES | LAB
DESCRIPTION
12003 - Phthalate plasticizers 01
content
CPSC-CH-C1001-09.3:2008
DEHP - Di-ethyl-hexyl phthalate 117- <
81-7 30 mg/kg 100 30 ITA
BBP - benzyl-butyl phtalate 85-68-7 < mg/kg 100 30 ITA
30
DBP - di-butyl phtalate 84-74-2 < mg/kg 100 30 ITA
30
DIBP - Di-(Iso-Butyl) Phthalate 84-69-5 < mg/kg 100 30 ITA
30
DMEP- Bis (2-Methoxyethyl) phthalate < mg/kg 100 30 ITA
117-82-8 30
DnHP - Di-N-Hexyl Phthalate < mg/kg 100 30 ITA
85-75-3 30
DIPP - Di-Iso-penthylthalate 605-50-5 < mg/kg 100 30 ITA
30
DIHP DI (C6-C8 Alkyl) Phthalate 71888- < meg/kg 100 30 ITA
89-6 30
DHNUP di-C7-11- branched and < mg/kg 100 30 ITA
linear alkyl esters 68515-42-4 30
DHxP - Di-Hexylphthalate, branched < mg/kg 100 30 ITA
and linear 30
ldi-n-pentylphthalate (DnPP) (131-18-0) < mg/kg 100 30 ITA
30
NPIPP N- < mg/kg 100 30 ITA
pentylisopentylpthtalate 30
776297-69-9
DIDP - Di-isodecyl phtalate 26761-40-0 < mg/kg 100 50 ITA
50
DINP - Di-isononyl phtalate 28553-12-0 < mg/kg 100 50 ITA
50
DNOP - Di-n-octyl phtalate < mg/kg 100 30 ITA
117-84-0 30
Test performed by:
ITA: Intertek Italia S.p.a. Via
llio Barontini 22/b
50018 Scandicci (FI)
03: Intertek Test Hizmetleri A.S.
Merkez Mahallesi Sanayi cad. No.23
Altindag Plaza Yenibosna-34197 Istanbul /TURKEY Laboratory
Accredited EN ISO/IEC 17025 and CPSIA
Wy
N 72,
jacwRA ACCREDIA ¥
Z{//’_R\}? UENTE ITALIANO DI ACCREDITAMENTO ~
TN
@mma
LAB N° 0579
Intertek Italia S.p.a.
Administrative Office Via Miglioli, 2/a - 20063 Cernusco Sul Naviglio (MI) Operational
Office Via llio Barontini 22/b - 50018 Scandicci (FI)
tel. 73 fax 1198 page 3di6
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TEST REPORT N°

ITAT17014474 of 25/10/2017 lntertek

Total Quality. Assured.
START DATE 18/10/2017
END DATE 25/10/2017
Notes

=The result expressed as "%" is to be intended as weight of analyte on the weight of the sample.

N,

LABORAJO, ANAGER

ACCREDIA X,

§ IIenzé‘/Franciom
L'ENTE ITALIANO DI ACCREDITAMENTO v .
ilenia.franCioni@intertek.com

LAB N° 0579

Intertek Italia S.p.a.
Administrative Office Via Miglioli, 2/a - 20063 Cernusco Sul Naviglio (MI) Operational
Office Via llio Barontini 22/b - 50018 Scandicci (FI)
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TEST REPORT N°

ITAT17014474 of 25/10/2017

START DATE 18/10/2017
END DATE 25/10/2017

The partial reproduction of the present Test Report is not allowed without written authorization of the General Manager.

The content of the present document refers exclusively to the submitted samples and not to the batch that they want to represent.
A representative portion of the sample is kept for 60 days. Specimen are kept for 30 days.

The content of the present document is not subjected to the Directive of the Council of Minister of 25th July 1985 - 85/37/EEC.
Samples are drawn by customer. UM: unit of measurement

Limits are based on Customer's Manual in force available at Intertek Italia S.p.a.- Via llio Barontini 22/b - 50018 Scandicci (Fl)

Uncertainty is the extended uncertainty calculated using a coverage factor of 2 which gives a level of confidence of approximately 95%. All
the results are reported without considering the uncertainty.
LQ: Quantification Limit

RESULTS MARKED IN RED EXCEED LIMITS
Sampling is not included in accreditation scope.

Tests marked with star (*) haven't been Accredia accredited.

This report is made solely on the basis of your instructions and/or information and materials supplied by you. It is not i dedtobear dation for any particular course of action.
Intertek does not accept a duty of care or any other responsibility to any person other than the Client in respect of this report and only accepts liability to the Client insofar as is expressly
contained in the terms and conditions governing Intertek's provision of services to you. Intertek makes no warranties or representations either express or implied with respect to this
report save as provided for in those terms and conditions. We have aimed to conduct the Review on a diligent and careful basis and we do not accept any liability to you for any loss arising
out of or in connection with this report, in contract, tort, by statute or otherwise, except in the event of our gross f or wilful mi duct.

Omissis

L'ENTE ITALIANO DI ACCREDITAMENTO v

=3 ACCREDIA X
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LAB N° 0579

Intertek Italia S.p.a.
Administrative Office Via Miglioli, 2/a - 20063 Cernusco Sul Naviglio (MI) Operational
Office Via llio Barontini 22/b - 50018 Scandicci (FI)

tel. 73 fax 1198 page 5di6
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intertek

TEST REPORT N°
ITAT17014474 of 25/10/2017 Total Quality. Assured.

START DATE 18/10/2017
END DATE 25/10/2017
END OF TEST REPORT

LABORAJO, ANAGER

o Ilenzé(/F rancioni
ilenia.franCioni@intertek.com
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